












































































































































































THE REPUBLIC OF KENYA 

 

 

 

 

 

 

STATE DEPARTMENT FOR PUBLIC WORKS 
 

 

PROPOSED DINING HALL COMPLETION AT GIKIIRO 

SECONDARY SCHOOL- MBEERE SOUTH 

 

 

BILL OF QUANTITIES 

 

 

 

ISSUED BY: 

REGIONAL WORKS OFFICE. 

P.O BOX 455-60100 



PROPOSED DINING HALL COMPLETION AT GIKIIRO SECONDARY SCHOOL IN MBEERE SOUTH.

ITEM DESCRIPTIONS QTY UNIT RATE AMOUNT

ELEMENT NO. 1 -SUBSTRUCTURES

(All Provisional)

A Clear the site of all bushes shrubs small trees and burn the 

arising spoil.

268 SM
60 16,080.00

B Excavate soil to make levels. 268 SM 100 26,800.00

C

Filling                                                                                                  

Hardcore as described;                                                                    

300mm thick well compacted hardcore filling including 

compacting and consolidating in 150mm layers.

244 SM 900 219,600.00

Blinding;

D

500mm thick approved murram blinding to the surfaces of 

hardcore, rolled smooth to receive polythen sheet (ms) 244 SM 60 14,640.00

Insectcide treatment;

E Dragnet FT or other equal and approved chemical 

insectcide treatment prepared and applied according to 

(manufacturers printed instructions.
244 SM 120 29,280.00

F Damp proof membrane

500 gauge polythene or other equal and approved 

polythene plastic sheet damp proof membrane laid over 

blinding measured net allow for lapps)
244 SM 100 24,400

Vibrated Reinforced concrete mix ( 1:2:4) class 20/20mm 

as described in;                                                                                

G 150mm thick ground floor slab. 244 SM 1200 292,800.00

B.R.C Mesh reinforcement;

H Mesh reinforcement to B.S 4483 REF A 142 including laps 

spacers in and supporting all in position.
244 SM 320 78,080.00

I          Mass concrete mix 1;3;6/40mm aggregate as described 

in;                                                                                                        

Steps 2 CM 5,000 10,000.00

J Raised platform 7 CM 5,000 35,000.00

Carried to Collection 746,680.00



PROPOSED DINING HALL COMPLETION AT GIKIIRO SECONDARY SCHOOL IN MBEERE SOUTH.

ITEM DESCRIPTIONS QTY UNIT RATE AMOUNT

Supply timber, nails and all necessary materials for and 

including contruction, erection treatment and later 

striking out sawn formwork to;

A Edges of platform 400mm high. 4 SM 480 1,920.00

Finishes;

B 12mm thick cement and sand (1:3) mortar wood float to 

render to plinth area.

24 SM
375

9,000.00

Painting

C Prepare and supply three coats of black bituminous paint 

to rendered area of the plinth

24 SM
300

7,200.00

Total carried to collection 18,120.00

COLLECTIONS

Brought forward from page 1        746,680.00 

Brought down from above 18,120.00

TOTAL FOR SUBSTRUCTURES CARRIED TO SUMMARY
764,800.00



PROPOSED DINING HALL COMPLETION AT GIKIIRO SECONDARY SCHOOL IN MBEERE SOUTH.

ITEM DESCRIPTIONS QTY UNIT RATE AMOUNT

ELEMENT NO. 2-WALLING

Fine dressed Natural quarry stone bedded and  

jointed in cement and sand (1:3) mortar; reinforced with 

gauge25 x 30mm widehoop iron at every  

alternate course, raking where necessary in;

A 200mm Thick External walling 44 SM 1,450 63,800.00 

   B 200 Thick Internal Walling 3 SM 1450            4,350.00 

  C 200mm thick Gable walling 27 SM 1450          39,150.00 

Extra over walling for finishing face  of wall fair including 

recessing all joints and wiping away split mortar as work 

proceeds.

   D External walling 210 SM 320          67,200.00 

E
Extra walling for raking cutting and filling to the profile of 

the roof.

27
LM 100            2,700.00 

Sundries

F

12mm Diameter x300mm long black mild anchor bolts 

embedded 180mm deep in ring beam at 1200mm centres 

including drilling holes in to concrete(m/s)

210 SM 320 67,200.00 

180,710.00TOTAL FOR ELEMENT NO. 2 - WALLING CARRIED TO SUMMARY



PROPOSED DINING HALL COMPLETION AT GIKIIRO SECONDARY SCHOOL IN MBEERE SOUTH.

ITEM DESCRIPTIONS QTY UNIT RATE AMOUNT

ELEMENT NO. 3 -ROOFING

All timber to be sawn cypress of G.S. grade seasoned to 

an equilibrium moisture content between 9% and 15% to 

a requirement of K.S 02771 of 1991 and treated with 

approved wood preservative.

A 150x50mm wallplate on and including 10mm cement and 

sand 1:4) mortar secured to reinforced concrete ring 

beam (m.s) by mild steel anchor bolts (m/s) 66

LM

650 42,900.00

The following in 27NO, Nailed triangular timber trusses 

spanning clearly 1200mm centres and including hoisting 

and placing 3250mm above ground floor slab level

B 150x50mm trussed rafters 300 LM 650 195,000.00

C 150x50mm tie beam 226 LM 650 146,900.00

D 150x50mm structs and ties 551 LM 650 358,150.00

E 75x50mm purlins 359 LM 380 136,420.00

F 150x50mm valley rafters 20 LM 650 13000

Roofing Covering

G IT BP 959 profiled sheets 906mm wide fixed to purlins 

(m.s) 334
SM

1,200 400,800.00

H Ditto ridge covers 900mm girth 43 LM 500 21,500.00

I Ditto valley covers 900mm girth 21 LM 500 10,500.00

Wrot Cypress

J
200x25mm fascia boards fixed to the ends of 

rafters(.m/s)
43

LM
750      32,250.00 

K Ditto verge boards nailed to purlins.(m/s) 32 LM 750 24,000.00

Painting 

Knot prime stop and prepare and apply one undercoat 

and two finishing coats of gloss oil to:

L Surfaces of fascial/verge board (200-300)mm high
75

LM
380 28,500.00

1,409,920.00TOTAL FOR ELEMENT NO. 3 - ROOFING CARRIED TO SUMMARY



PROPOSED DINING HALL COMPLETION AT GIKIIRO SECONDARY SCHOOL IN MBEERE SOUTH.

ITEM DESCRIPTIONS QTY UNIT RATE AMOUNT

ELEMENT NO. 4 -

DOORS

Standard Section purpose made welded mild steel door 

complete with hinges, stays, fasterners, locking devices 

75mm permanent vent with mosquito dauze and steel 

metalhood assembled and fixed to opening including 

cutting and pinning lugs to concrete or masonry 

sorround and bedding frame in cement and sand (1:4) 

mortar.

A Door size 1600x2400mm high double leafed 2 NO. 20,000.00 40,000.00

       B Door size 900mm x 2400mm high single leafed 5 NO.   12,000.00          60,000.00 

Painting

Prepare and apply three coats of gloss oil to:

C
General surfaces of metal doors (Measured overall)

37 SM 300.00 11,100.00

111,100.00
TOTAL  FOR ELEMENT NO. 4- DOORS CARRIED TO SUMMARY



PROPOSED DINING HALL COMPLETION AT GIKIIRO SECONDARY SCHOOL IN MBEERE SOUTH.

ITEM DESCRIPTIONS QTY UNIT RATE AMOUNT

ELEMENT NO. 5. WINDOWS

A Windows overall size 1400 x 1400 mm high 7 NO 7,000 49,000.00 

B Windows overall size 1500mm x 1400mm high 2 NO 7,500 15,000.00 

C Window size 1000 x 1400mm high 1 NO 5,000 5,000.00 

D Window size 1600 x 1500mm high 1 NO 8,500 8,500.00 

E Window size 1500 x 1500mm high 1 NO 8,000 8,000.00 

        F Window overall size 2000x 1600mm high 1 NO 11400          11,400.00 

Glazing.

4mm thick glass and glazing with putty to windows as:

G Clear sheet in panes not exceeding 0.50m2 23 SM 1000 23,000.00 

Painting

Prepare and apply three coats of gloss oil paint to;

H General surfaces of metal grills measured overall 20 SM 300 6,000.00 

125,900.00TOTAL FOR ELEMENT NO. 5. WINDOWS CARRIED TO SUMMARY



PROPOSED DINING HALL COMPLETION AT GIKIIRO SECONDARY SCHOOL IN MBEERE SOUTH.

ITEM DESCRIPTIONS QTY UNIT RATE AMOUNT

ELEMENT NO. 6  FINISHES

External Walls finishes

         A 12mm cement and sand (1:3) mortar horizontal recessed 

key to natural stone walling (ms)
208 SM 375          78,000.00 

12mm thick cement and sand 1:3 mortar rendeer with 

wood float finish as described to:

        B Concrete surfaces of beam 24 SM 375            9,000.00 

   C Sides of gable walling 28 SM 375 8,400.00 

Prepare and apply one undercoat and two finishing coats 

of exterior quality plastic emulsion paint to:

D Fair faced surfaces of concrete beams 24 SM 300            7,200.00 

E Surfaces of gable walling 28 SM 300            8,400.00 

Internal wall finishes

F
Hack out joint and apply 12mm thick plaster (13) in two 

coats finished with steel trowel on natural stone walling
270

SM

375        101,250.00 

Prepare and apply one undercoat and two finishing coats 

of platsic emulsion paint to:

G Plastered surfaces 270 SM 300          81,000.00 

FLOOR FINISHES

H In-situ 32mm thick cement and sand (1:3) mortar screed 

bend with steel float finish
244

SM
450 109,800.00 

403,050.00TOTAL FOR ELEMENT NO. 6 - FINISHES CARRIED TO SUMMARY



PROPOSED DINING HALL COMPLETION AT GIKIIRO SECONDARY SCHOOL.

ITEM DESCRIPTIONS QTY UNIT RATE AMOUNT

BILL NO.1

EXTERNAL WORKS

A Excavate oversite average 150mm deep in backfield 

area, load up,wheel and deposit as directed on site. 148 SM 100 14,800.00

   B 150 mm thick selected compacted murram filling to 

make up levels under pavings slabs(m.s) 96 SM 60                      5,760.00 

C 50mm thick sand bed on compacted murram to 

receive paving slabs. 96 SM 80 7,680.00

D Dragnet FT or other equal and approved chemical anti-

termite treatment prepared and applied according to 

the manufacturers printed instructions. 96 SM 120 11,520.00

  E

600 X 600 X 50mm thick Precast concrete slabs laid on 

compacted murram (m.s) and pointed in cement sand 

(1:3) mortar
96 SM 1000 96,000.00

135,760.00TOTAL FOR BILL NO. 1- EXTERNAL WORKS CARRIED TO SUMMARY



PROPOSED COMPLETION OF DINING HALL AT GIKIIRO SECONDARY SCHOOL

ITEM DESCRIPTION 2,995,480.00

CONTRACTOR'S USE OFFICIAL USE

1 SUBSTRUCTURES

764,800.00

2 WALLING

180,710.00

3 ROOFING

1,409,920.00

4 DOORS

111,100.00

5 WINDOWS

125,900.00

6 FINISHES

403,050.00

7 EXTERNAL WORKS

SUB TOTAL 2,995,480.00

Add 5% as PMC costs
149,774.00

Allow for Project 

Management 
                                       42,150.00 

TOTAL
                                  3,187,404.00 

Add 16% VAT
509,984.64

GRAND TOTAL IS KSHS.
3,697,388.64

NAME OF WITNESS…………………………………………………………………………………………………………

ADDRESS………………………………………………………………………………………………………………………….

SIGNATURE………………………………………………………………………………………………………………………

DATE………………………………………………………………………………………………………………………………

Amount in words; Kenya Shillings Three Million, Six Hundred and Ninety Seven 

Thousand, Three Hundred Eighty Eight  and Sixty Four Cents Only.

NAME OF TENDERER………………………………………………………………………………………………………..

ADDRESS………………………………………………………………………………………………………………………….

SIGNATURE………………………………………………………………………STATUS…………………………………..

DATE…………………………………………………………………………………………………………………………………

PROPOSED COMPLETION OF DINING HALL FOR GIKIIRO SECONDARY SCHOOL

GRAND SUMMARY






















































































































































































































