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PF/02

:ITEM DESCRIPTION QTY | UNIT | RATE | AMOUNT

A Fill into strength with mass concrete class

20 to secure Angle line posts. 60 CM 15000 900,000
B Supply and fix barbed wire 121/2 gauge x

3 strands galvanized as a fastener to

engineer’s specification. 3600 | LM 100 360,000
C Supply and fix Straining wire 121/2 gauge

x 4 strands galvanized as a fastener to 4800 | LM 100 480,000

engineer’s specification.
D Supply and fix 14 gauge chain link to the

engineer’s specifications. 2880 | SM 435 1,252,800
E Allow provisional sum for haunching

chainlink fence using mass concrete along | 1200 | LM 300 288,000

the entire perimeter with the ground

Total carried to collection 3,280,800

Brought forward from PF 1 2,079,400

Brought forward from above 3,280,800

f -‘H
/ C Othar~ e
TOTAL CARRIED TO SUMMARY / . U5,360,200
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ITEM

DESCRIPTION

QTY

UNIT

RATE

AMOUNT

GATE

Supply and fix steel fabricated gate
double leaf 6 m wide by 2.4m high lower
half covered with gauge 16 plain mild
steel sheets and upper half with decorative
steel patterned in 25 x 25 x 3mm thick
RHS including 75 x 50 RHS framing and
priming and paint work.

Dito but pedestrian 1.2m by 2.4m

NO

NO

150,000

16,300

150,000

16,300

TOTAL CARRIED TO SUMMARY

166,300
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L4

SENTRY BOX

ITEM | DESCRIPTION QTY | UNIT | RATE | AMOUNT
SUBSTRUCTURE
A Excavate surface to remove vegetable soil average 6 SM 200 1200
150mm deep and remove from site,
Excavate for strip foundation commencing from stripped
B level to at least 1.2m deep. 8 ™M 300 2400
Excavate for steel column commencing from stripped
level to at least 1.2m deep.
turn fill 1 ; i
C Ee ﬁ; n’smd ram selected excavate materials around 9 oM 300 600
N Cart away surplus excavated material. 1 ™ 400 400
E Approved hardcore filling 400mm thick in making up
tf::)l-s well compacted and blinded to receive concrete 5 M 300 600
e 50mm thick quarry dust blinding to surface of hard core. | ° SM|500 (2500
Approved insecticide treatment to surface of
- excavations. 5 SM 500 2500
H 500 gauge polythene sheet damp proof membrane. 5 SM 500 2500
I 200mm wide damp proof course. 7 LM 400 2800
. Fabric reinforcements class A 142. 4 PS8 (e 1300
CARRRIED TO COLLECTION
GH/01 18,500
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ITEM | DESCRIPTION QTY | UNIT | RATE | AMOUNT

*PLAIN CONCRETE

A Strip foundation “ CM 10,000 | 40,000

B Ground beam 5 SM 3000 15000

SQUARE TWISTED HIGH TENSILE STEEL BAR

REINFORCEMENT
C 8mm square twisted bar 6 KG 300 1800

D 12mm ditto to ring beam 20 KG 300 6000

MANSORY.

E 200mm thick natural stone walling quarry dressed
bedded and jointed in cement sand (1:3) mortar
reinforced with hoop iron at alternate course. 38 SM 2400 91200

CARRRIED TO COLLECTION 154,000

GH/02

rid

',

[ITEM !DESCRIPTION | QTY | UNIT |[RATE | AMOUNT |
I T T T + 1
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A Sides and soffites of ring beam 4 SM 300 1200

B Sides of floor slab 100mm high 11 LM 400 4400
SUPERSTRUCTURE
WALING

5 200mm thick machine dressed natural quarry stone
block walling in cement: sand (1:4) mortar including 18 SM 2400 43200
hoop iron reinforcement into every alternate course.

D 45mm thick hardwood timber paneled door size 1 NO 15000 15000
800mmx2050mm.

E 150x50mm frames rebated and framed door in superior | 5 LM 400 2000
quality hardwood.

F 25x12mm/w moulded architrave to architects approval. | 5 LM 400 2000
CARRRIED TO COLLECTION

67,800
GH/03
ITEM | DESCRIPTION | QTY [ UNIT | RATE | AMOUNT |
T i 1 1
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All cypress roof timber to be treated with anti-
termite solution.

A 1100mmx50mm ratters 10 LM 400 4000
B 75mmx50mm purlins at 6000c/c 6 LM 400 2400
C 100mm x50mm wall plate 4 LM 400 1600
D 200mm x 25mm fascia board 12 LM 400 4800

ROOF COVERING.
E Pre-painted GCI sheets gauge 28 10 SM 2000 20000
F 10mm dia bolds 75mm long \ifith nuts and washers.

6 NO 200 1200
CARRRIED TO COLLECTION 34,000
GH/04 _
o T

ITEM | DESCRIPTION QTY | UNIT | RATE | AMOUNT |

|
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{)

12mm thick two coat cement: sand (1:4) rendering with
a wood float finish on block work.

PAINTING

Prepare and apply two coats of permaplast exterior
quality crown paint on rendered surface.

INTERNAL WALL FINISH

12mm thick two coast cement: sand) 1:4) rendering
with a wood float finish on block work.

PAINTING

Prepare and apply three coasts crown silk vinyl interior
quality paint on plastered surface.

25mm thick cement screed floor finish.

Approved 3 coats or red concrete floor paint of superior
quality.

Approved 1200mm x2800mm high in built cupboard,
with inner shelves. Complete with door handles, key
and lock. Cupboard to be built on 100mm plinth and to
be finished with two coats of clear vanish paint.
PROVISIONAL SUM

Allow for electric installation and fittings.

18

18

16

16

SM

SM

SM

SM

SM

SM

ITEM

ITEM

200

200

200

300

300

300

3600

3600

3200

4800

1500

1500

20,000

20,000

CARRRIED TO COLLECTION

GH/05

58,200

ITEM

DESCRIPTION

QTY

UNIT

RATE

AMOUNT
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100mm pressed brass but hinges NO 2000 6000
Three level mortise lock NO 5,000 5000
WINDOWS
40mm x25mm x4mm hollow square mild steel tube as
frame to window opening with 16mm diameter infill NO 10,000 | 30000
size 600mmx800mm.

CARRRIED TO COLLECTION 41,000

GH/06
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DESCRIPTION

ITEM QTY UNIT RATE AMOUNT

COLLECTION.

Brought forward from page GH/01

Brought forward from page GH/02 18,500
Brought forward from page GH/03 lg;’ggg
Brought forward from page GH/04 34,000
Brought forward from page GH/05 2?’3%
Brought forward from page GH/06

TOTAL FOR SENTRY BOX 23,200
CARRRIED TO GRAND SUMMARY. 373,500

GH/07
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P .C AND PROVISIONAL SUMS
Allow a Provisional Sum of Kenya
(Kshs. 100,000) Shillings One Hundred SUM 100,000
Thousand only for Project management
TOTAL FOR P.C AND PROVISIONAL SUMS CARRIED TO MAIN
SUMMARY 100,000
o
\\\\







image14.emf

BILL OF QUANTITIES
FOR

THE PROPOSED CHAINLINK FENCE ( 1200 METRES) WITH
CONCRETE POST AT AMUMA PRIMARY SCHOOL

BILL NO. description FOR FOR
CONTRACTOR'S OFFICIAL
USE (KSH) USE ONLY
(KSH)
1. CHAINLINK FENCE
5,360,200
2 GATES
166,300
3 SENTRY BOX 373,500
P.C. AND PROVISIONAL SUMS
100,000
SUB-TOTAL
6,000,000
TOTAL CARRIED TO FORM OF 6.000.000
TENDER 3
ATONREIRWORARE onminmmmmsmssamieia
L R B T % ot i e T 0 B s e e B e e e
AU BRI oo om0 e s B T B L N T i M0 s 2 e o s oot ot e
IR s A T T S R R TR T ST T N e w e e v i
WHESE S INAITRS om0 S B AT S S TS ¥ em s e e e s
L
IHEBERPINONN om0 e m v emns
Address: T P T P PO
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/
National Government Constituencies Development Fund Board
Fafi Constituency

P.O Box 1914-70100
Garissa, Kenya

Tel: | Cell: 0722911803
FAFI NG-CDF Email: fafi@ngcdf.go.ke | Website:www.ngcdf.go.ke

Lroundelie 0 10z

Date: 29/09/2020

The, Chief Executive Officer
National Government CDF Board
P.O.Box 46682-00100

Nairobi

Attention: Ojow

RE-CLARIFICATIONS OF ISSUES ON FAFI NGCDF PROJECT PROPOSALS FY 2020/2021.

The above subject matters.

Reference is made to your email concerning issues raised on projects proposed for funding during
the F/Y 2020/2021.

Considering the above issues, Fafi NGCDF complied with the recommendations as explained in
the table under. The variance/adjustments done on the costings of some projects are supported by
BoQs as attached.

| Project Description as given in | Issues raised by | Amendments | Explanations

| the proposal | the Board

| Amuma  police station - | NGCDFC to See attached BoQ to
- Installation of water supply | submit Bill of justify cost

| systemn through  piping(4km) | Quantity(BOQ)

} from Amuma Borehole to ! to justify costing

police station-ksh 2,880,000

i NG-CDF office, ' NG-CDFC o | The proposed uni-
| Kshs.1,772,460.00- !-specify capacity | !hut 15 designed to
| construction of a uni-hat shade | of the shade. E - accommodate 150
| coniplete with makuti | NG-CDFC is also | persons.

| roofing and a dwarf wall to | required to | ;

| completion | submit certified | | BoQ and drawing is
| i BoQs and | t attached

i _drawings | !

!

| Amuma  Primary  School, | NG-CDFC to | | BoQ for the project
| Kshs.[,200,000-  Construction | revise cost of the | Amuma Primary School, | is attached
 of 6 pit lairine to completion | project ' Kshs. 1,200,000-

[ " | Construction of 6 single

| :_ | door toilets with septic |

? : | | tank to completion f

Vision: Fquitable social-economic development countrywide L840 '/
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(1

Environment Project,
Kshs.2,741,777.59 -Purchase
and planting of 800 nursery
trees at Kshs.400,000 in each
of the following institutions
(Nanighi police station,
| Nanighi primary school, Bura
secondary school, Fafi girls
secondary school and Bura

Primary) and Purchase and
planting of 509 nursery trees
at Bura Police Station

Vision: Equitable social-economic develobment countivwide

primary School, Fafi Girls |

NG-CDFC to
give breakdown
on how the
amount would
be utilized and
how the tree

| will be |
| maintained and |

i sustained i

e e

NG-CDFC will form
Constituency
Environment
PMC(CEPMC)
headed by Sub
county Environment
officer-

Through their

| support NG CDFC

will engage
respective
institutions targeted
for mass tress
planting and do
awareness.

The NG-CDFC |
Through the
Constituency
Environment PMC
and BOM for
Targeted institution
will engage
community
volunteers (at least
5-10
women/youth) who

| will continuously

water trees for
effective growth and
sustainability

| purpose.

{ Through NG~CDEC

and CEPMC will
procure
tress(seedlings)and
conduct mass
planting in each of
the target
institutions

The NG-CDFC will
facilitate payment to
CEFMC in Quarterly
base

i The CEPMC will

i provide Quarterly
progress and
updates reporis for
review, action and
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Amuma primary school,

| kshs.6,000,000- Construction
! of 800m chain link fence with
| concrete posts, installation of

| gate and sentry box- to

| completion

Welmarer primary school,
Kshs.3,500,000- Construction
of 800m chain link fence with
angle line, installation of gate
and sentry box- to completion

NG-CDFC
clarify
disparity on
allocations

| BoQs

Omar Hassan Maha
Fund Account Manager
FAFI NG-CDF.

to

the | Amuma primary school,
the | kshs.6,000,000-
and | Construction of 1200m

| submit certified | chain link fence with

I: concrete posts,
installation of gate and
| sentry box- to

|’ completion

| which is less costy

Through this there
will ensured
sustainability and

muma primary
school chain link
fence includes
construction using
concrete posts while
for welmarer
primary school the
fencing will include
the use of angle line
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REPUBLIC OF KENYA

MINISTRY OF LANDS, HOUSING, URBAN DEVELOPMENT AND PUBLIC WORKS
(STATE DEPARTMENT OF PUBLIC WORKS)

BILL OF QUANTITIES

FOR

THE PROPOSED CONSTRUCTION OF CHAINLINK FENCE WITH
CONCRETE POSTS (1200M )

AT

AMUMA PRIMARY SCHOOL

TENDER DOCUMENTS

COUNTY ARCHITECT COUNTY QUANTITY SURVEYOR
DEPARTMENT OF PUBLIC WORKS DEPARTMENT OF PUBLIC WORKS
P.O BOX 41 P.O BOX 41

GARISSA. GARISSA.

COUNTY WORKS OFFICER
WORKS DEPARTMENT
P.O BOX 41
GARISSA.

SEPTEMBER ,2020

/ —
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REPUBLIC OF KENYA
MINISTRY OF LANDS, HOUSING, URBAN DEVELOPMENT AND PUBLIC WORKS
(DEPARTMENT OF PUBLIC WORKS)
BILLS OF QUANTITIES
Supplied as part of the Contract for THE PROPOSED CONSTRUCTION OF
CHAINLINK FENCE WITH CONCRETE POSTS (1200M ) AT AMUMA

PRIMARY SCHOOL

Issued by

County Works Officer
P .O. Box 41
GARISSA.

The Contract for the above mentioned works entered into this ............ day of covueoiisig 2020
by the undersigned refers to these Bills of Quantities and the Ministry of Public Works General
Specification date March, 1976 (together with any amendments issued thereto) shall be read and
construed as part of the said contract.

CONTRACTOR FUND MANAGER

Date: ....ooovvvviiiiiiiieiniannns DY AR s R T e

SPECIAL NOTES

The Contractor is required to check the number of the pages of these Bills of Quantities and should
he find any missing or in duplicate or figure indistinct he must inform the County Works Officer,
Ministry of Public Works; Garissa at once and have the same rectified.

Further ,should the Contractor be in doubt about the precise meaning of any item or figure for any
reason whatsoever, he must inform the County Works Officer Ministry of Public Works, Garissa
in order that the correct meaning may be decided before the date for submission of tenders.

No liability will be admitted nor claim allowed in respect or errors in the Contractor’s Tender due
to mistakes in the Specification, which should have been rectified in the manner described above.

The bills of Quantities and the General Specifications and the Drawings shall be read and
constructed together and whenever the descriptions in the Bills of Quantities do not agree with the
description in the General Specification and the Drawings, the Bills of Quantities shall override the
General Specification and whenever the Drawings do not agree w1th General Specifications then
the Drawings shall override the General Specifications. -
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CHAINLINK FENCE WITH CONCRETE POST ( 1200 M)

Jila
a1y !

£t ,’":

| ITEM | DESCRIPTION QTY | UNIT | RATE | AMOUNT
CHAIN LINK FENCE.
ALL PROVISIONAL.
A Clear the site along the perimeter fence of
all bushes, shrubs, grass. small trees etc
including grabbing up their roots and cart
away. 3600 | SM 100 360,000
B Dig up holes for Angle line posts not
exceeding 600mm deep, 450mmm
diameter @ 3m c/c. 482 | NO 500 241,000
C Provide and install 3mm thick Angle line
posts 3000mm overall. 401 NO 3000 1,203,000
D Ditto but dquble struts spaced a pair after :
every 6 bays. 81 NO 3000 243,000
E Provide and fix 12mm diameter bolt
washer and nuts to fasten the struts to 81 NO 400 32,400
main poles.
| TOTAL CARRIED TO COLLECTION [Cn 2,079,400
o :r et 'F\! T-r.-’
PF/01 / kg ™ P,
b~ B ,f( 3 ~——
[ Boy 4. OFFp
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