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ITEM

DESCRIPTION

Qry

UNIT

RATE

AMOUNT

UNI-HAT

SUBSTRUCTURES
(ALL PROVISIONAL)

Site clearance
Excavate oversite average 250mm deep to remove
vegetable, soil,load up, wheel and cart away

Trench Excavation

Excavate for strip foundation trenches occurring not
exceeding 1.5metres deep commencing from striped
level

Excavation in rock
Extra over for excavation in rock

Disposal
Load surplus excavated material and cart away from site

Filling
Return, fill and ram select ed excavated material around

foundations

Hardcore
300mm thick layer of hardcore filling including
consolidation and/or hand packing

Blinding
50mm thick layer of murram or other equal and approved
blinding to the surface of hardcore; rolled smooth to

receive slab

Insecticide treatment

“TERMIDOR 25EC” or other equal and approved
chemical insecticide treatment prepared and applied
according to the manufacturers printed instructions

Vibrated reinforced concrete (1:2:4/20-20mm aggregate
as described in:
Strip foundation

100mm thick slab

200

35

10

16

19

200

200

200

7

200

SM

CM

CM

CM

CM

SM

SM

SM

CM
SM

300

500

500

400

400

600

300

200

10000

1000

60000

17500

5000

6400

7600

120000

60000

40000

70000

200000

UH/01

Total to collection

586.500
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DESCRIPTION

QTy

UNIT

RATE

AMOUNT

substructures cont’

Mesh reinforcement

Fabric Mesh reinforcement to B.S 4483ref: 142 including
tying wire and spacer blocks complete (measured nett-
allow for laps)

Swan formwork as described
Edges of slap exceeding 75mm not exceeding 150mm
width

Foundation walling
200mm thick rough chisel dressed natural stone walling

bedded and jointed in cement/sand(1:3)mortar and
reinforced with including 20swgx25mm wide hoop iron in
every alternate course

Damp proofing
500mm gauge polythene or other equal approved plastic

sheet damp proof membrane laid over blinding (m.s)
measured nett-allow for laps

200

60

200

SM

LM

SM

SM

500

200

1000

300

100000

12800

60000

60000

UH/O2

Total to collection

232,800
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ITEM

DESCRIPTION

QTyY

UNIT

RATE

AMOUNT

WALLING
DWARF WALLING

SOLID DRESSED NATURAL STONE BLOCK WALLING IN
CEMENT MORTAR(1:4

200mm walling reinforced with hoop iron at alternate courses

Labour and material in 200mm wide eaves filling 300mm
average height.

Raking cutting edge of walls
Walling finish
Line gauge plaster (1:2:9) as described.

12mm thick plaster in two coats to wall internally.

15mm thick cement and 1:4 rendering to walls externally.

Painting as described

Prepare and apply one undercoat and two finishing coats of
plastic emulsion paint.

Ditto but gloss paint

Approved fabric mesh wire nailed onto timber frame (m/s)
a.b.d. i

Extra over timber framing a.b.d. for 1200x2100mm high
openable

door complete with 3no. T-long hinges and approved locking
devices

Ditto in fabric mesh wire ditto

75x75x3mm thick square hollow section structural steel as
"Insteel Ltd", 3600mm high above floor slab level as roof
support members with 2no. 100x50x5mm mild steel plates
welded on the top end to bolt timber plate(m/s) with 2no.
approved anchor bolts, bottom embedded in 600x600x600mm
high mass concrete (mix 1:3:6) base surround below floor slab
level including all necessary excavations and disposal. All
exposed steel to be primed and painted in three coats super
gloss oil paint.

130

110

100

130

130

130

130

200

200

80

20

SM

SM

SM

SM
SM

SM

SM

SM

LM

NO

SM

NO

1000

400

300

300

300

400

400

300

100

10000

500

5000

130000

44000

30000

39000
39000

52000

62000

60000

20000

30000

40000

100000

UH/03

Total to SUMMARY

646,000
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DESCRIPTION

QTy

UNIT

RATE

AMOUNT

Io'ﬂmu

ROOFING

All timber to be sawn cypress of G.S. grade well seasoned
and to the requirement of K.S. 02 771 0f 1991 and treated

with approved wood preservative.

150x50mm thick wall plate secured onto mild steel clips(m.s)
with 2no. 12mm steel anchor bolts or as approved

75 x 50mm purlins

150 x 50mm underpurlins

The following in 14no nailed timber trusses average height
3000mm high including hoisting and placing 3600mm

above floor slab level.
150x50mm truss rafter

Ditto tie beam
Ditto ridge piece
100x50mm strut/tie

Covering
Approved makuti

Close fitting half round ridge cover

Eave finishes
25x200mm wrot cypress fascia/barge board nailed to rafters
(m.s.)

Painting
Prepare and apply one coat of calcium plumbate and two coats

of gloss oil paint to:

General surfaces of wood exceeding 100mm but not
exceeding 200mm girth.

FINISHES

FLOOR FINISHES

Cement/sand screed (1:4) as described in:

25mm Thick, in two coats steel trowelled and polished/painted
to finish including adding red oxide pigment or other approved
colouring.

139
46

89

68

130

220

22

73

40

73

200

LM
LM

LM

LM
LM
LM

LM

SM

LM

LM

LM
LM

SM

200
200

200

200
200
200

200

500

100

200

200

200

204.8

12000
27800

9200

17800
1600
4400

26000

110000

2200

14600

8000

14600

68960

TOTAL TO SUMMARY

UH/04

307,160
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SUMMARY
FROM UH/01 566,300
232,800
FROM UH/02
646,000
FROM UH/03 307,160
FROM UH/04
Total for builder's works | 1,772,460
TOTAL CARRIED TO FORM OF TENDER 1,772,460
BT O TP T I RO 0t s s B SRR B S A DA S N A s S e A A AR A
Tenderers signature and SEAMP... ...t e e et e e e e
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REPUBLIC OF KENYA

MINISTRY OF LANDS, HOUSING, URBAN DEVELOPMENT AND PUBLIC WORKS
(STATE DEPARTMENT OF PUBLIC WORKS)

BILL OF QUANTITIES

FOR

THE PROPOSED CONSTRUCTION OF UNI-HAT SHADE COMPLETE
WITH MAKUTI ROOFING AND DWARF WALL

AT
FAFI NG-CDF COMPOUND OFFICES
FOR NG-CDF FAFI CONSTITUENCY

TENDER DOCUMENTS

COUNTY ARCHITECT COUNTY QUANTITY SURVEYOR
DEPARTMENT OF PUBLIC WORKS DEPARTMENT OF PUBLIC WORKS
P.O BOX 41 P.O BOX 41

GARISSA. GARISSA.

COUNTY WORKS OFFICER
WORKS DEPARTMENT
P.O BOX 41
GARISSA.

SEPTEMBER ,2020
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REPUBLIC OF KENYA
MINISTRY OF LANDS, HOUSING, URBAN DEVELOPMENT AND PUBLIC WORKS
(DEPARTMENT OF PUBLIC WORKS)
BILLS OF QUANTITIES
Supplied as part of the Contract for THE PROPOSED CONSTRUCTION OF UNI-
HAT SHADE COMPLETE WITH MAKUTI ROOFING AND DWARF

WALL AT FAFI NG-CDF COMPOUND OFFICES

Issued by

County Works Officer
P .0. Box 41
GARISSA.

The Contract for the above mentioned works entered into this ............ a7 OF vaviivonces 2020
by the undersigned refers to these Bills of Quantities and the Ministry of Public Works General .
Specification date March, 1976 (together with any amendments issued thereto) shall be read and
construed as part of the said contract.

CONTRACTOR FUND MANAGER

Date: oooiiiiiiiiiiirearena. B 7 A

SPECIAL NOTES

The Contractor is required to check the number of the pages of these Bills of Quantities and should
he find any missing or in duplicate or figure indistinct he must inform the County Works Officer,
Ministry of Public Works; G_arissa at once and have the same rectified.

Further ,should the Contractor be in doubt about the precise meaning of any item or figure for any
reason whatsoever, he must inform the County Works Officer Ministry of Public Works, Garissa
in order that the correct meaning may be decided before the date for submission of tenders.

No liability will be admitted nor claim allowed in respect or errors in the Contractor’s Tender due
to mistakes in the Specification, which should have been rectified in the manner described above.

The bills of Quantities and the General Specifications and the Drawings shall be read and
constructed together and whenever the descriptions in the Bills of Quantities do not agree with the
description in the General Specification and the Drawings, the Bills of Quantities shall override the
General Specification and whenever the Drawings de-not agree with General Specifications then
the Drawings shall override the General Specifications.






