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¥

ITEM | DESCRIPTION QTY | UNIT | RATE | AMOUNT
A Fill into strength with mass concrete class
20 to secure Angle line posts. 40 CM 10551.5 | 422,060
B Supply and fix barbed wire 121/2 gauge x
3 strands galvanized as a fastener to
engineer’s specification. 2400 (LM 60 144,000
C Supply and fix Straining wire 121/2 gauge
X 4 strands galvanized as a fastener to 3200 | LM 60 192,000
engineer’s specification.
D Supply and fix 14 gauge chain link to the
engineer’s specifications. 1920 | SM 372 714,240
E Allow provisional sum for haunching
chainlink fence using mass concrete along | 800 | LM 202 161,600
the entire perimeter with the ground
Total carried to collection 1,633,900
Brought forward from PF 1 1,227,600
Brought forward from above 1,633,900
TOTAL CARRIED TO SUMMARY 2,861,500
PF/02
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ITEM

DESCRIPTION

QTY

UNIT

RATE

AMOUNT

GATE

Supply and fix steel fabricated gate
double leaf 6 m wide by 2.4m high lower
half covered with gauge 16 plain mild
steel sheets and upper half with decorative
steel patterned in 25 x 25 x 3mm thick
RHS including 75 x 50 RHS framing and
priming and paint work.

Dito but pedestrian 1.2m by 2.4m

NO

NO

150,000

15,000

150,000

15,000

TOTAL CARRIED TO SUMMARY

165,000
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SENTRY BOX

ITEM ‘DESCRIPTION QTY | UNIT | RATE | AMOUNT
SUBSTRUCTURE
A Excavate surface to remove vegetable soil average 6 SM 200 1200
150mm deep and remove from site.
Excavate for strip foundation commencing from stripped
B
level o at least 1.2m deep. 8 CM | 300 2400
Excavate for steel column commencing from stripped
level to at least 1.2m deep.
Return fill and ram selected excavate materials around
C
Sonsrtotion 2 CM 300 600
D
Cart away surplus excavated material. 1 M 400 400
E Approved hardcore filling 400mm thick in making up
1 : :
levels well compacted and blinded to receive concrete ’ M 300 600
(ms).
" 50mm thick quarry dust blinding to surface of hard core. | > SM 1500 | 2500
Approved insecticide treatment to surface of
G
exoavating. 5 SM 500 2500
H 500 gauge polythene sheet damp proof membrane. 3 SM 500 2500
I 200mm wide damp proof course. 7 LM 400 2800
] Fabric reinforcements class A 142. 5 SM 600 3000
CARRRIED TO COLLECTION
GH/01 18,500
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ITEM

DESCRIPTION

QTY

UNIT

RATE

AMOUNT

¥

PLAIN CONCRETE

Strip foundation

Ground beam

SQUARE TWISTED HIGH TENSILE STEEL BAR
REINFORCEMENT

8mm square twisted bar

12mm ditto to ring beam

MANSORY.

200mm thick natural stone walling quarry dressed
bedded and jointed in cement sand (1:3) mortar
reinforced with hoop iron at alternate course.

20

38

CM

SM

KG

KG

SM

10,000

3000

300

300

2400

40,000

15000

1800

6000

91200

CARRRIED TO COLLECTION

154,000

L2

GH/02_
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A . Sides and soffites of ring beam 4 SM 300 1200

B Sides of floor slab 100mm high 11 LM 400 4400
SUPERSTRUCTURE
WALING

¢ 200mm thick machine dressed natural quarry stone
block walling in cement: sand (1:4) mortar including 18 SM 2400 43200
hoop iron reinforcement into every alternate course.

D 45mm thick hardwood timber paneled door size 1 NO 15000 15000
800mmx2050mm,

E 150x50mm frames rebated and framed door in superior | 5 LM 400 2000
quality hardwood.

F 25x12mm/w moulded architrave to architects approval. | 5 LM 400 2000
CARRRIED TO COLLECTION

67,800
GH/03
ITEM | DESCRIPTION QTY | UNIT | RATE | AMOUNT |
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All cypress roof timber to be treated with anti-
. termite solution.

A 1100mmx50mm ratters 10 LM 400 4000
B 75mmx50mm purlins at 6000c/c 6 LM 400 2400
C 100mm x50mm wall plate 4 LM 400 1600
D 200mm x 25mm fascia board 12 LM 400 4800
ROOF COVERING,
E Pre-painted GCI sheets gauge 28 10 SM 2000 20000
F 10mm dia bolds 75mm long with nuts and washers.
6 NO 200 1200
CARRRIED TO COLLECTION 34,000
GH/04
%
ITEM | DESCRIPTION ! QTY I| UNIT ! RATE | AMOUNT
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A 12mm thick two coat cement: sand (1:4) rendering with
- a wood float finish on block work. 18 SM 200 3600
PAINTING
B Prepare and apply two coats of permaplast exterior
quality crown paint on rendered surface. 18 SM 200 3600
INTERNAL WALL FINISH
(& 12mm thick two coast cement: sand) 1:4) rendering
with a wood float finish on block work. 16 SM 200 3200
PAINTING
D Prepare and apply three coasts crown silk vinyl interior
quality paint on plastered surface. 16 SM 300 4800
E 25mm thick cement screed floor finish. <} SM 300 1500
F Approved 3 coats or red concrete floor paint of superior
quality. 5 SM 300 1500
G Approved 1200mm x2800mm high in built cupboard,
with inner shelves. Complete with door handles, key
and lock. Cupboard to be built on 100mm plinth and to
be finished with two coats of clear vanish paint.
ITEM 20,000
PROVISIONAL SUM
H Allow for electric installation and fittings.
ITEM 20,000
CARRRIED TO COLLECTION
GH/05 N 58,200
1-
ITEM | DESCRIPTION QTY | UNIT | RATE | AMOUNT
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100mm pressed brass but hinges NO 2000 6000
| Three level mortise lock NO  |5000 | 5000
WINDOWS
40mm x25mm x4mm hollow square mild steel tube as
frame to window opening with 16mm diameter infill NO 10,000 | 30000
size 600mmx800mm.
CARRRIED TO COLLECTION 41,000

GH/06
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DESCRIPTION

ITEM QTY UNIT RATE AMOUNT

COLLECTION.

Brought forward from page GH/01

Brought forward from page GH/02 18,500

Brought forward from page GH/03 lg;’ggg

Brought forward from page GH/04 34,000
58,200

Brought forward from page GH/05 _ 41,000

Brought forward from page GH/06

TOTAL FOR SENTRY BOX e

CARRRIED TO GRAND SUMMARY. 373,500

GH/07
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P .C AND PROVISIONAL SUMS

Allow a Provisional Sum of Kenya

(Kshs. 100,000) Shillings One Hundred SUM 100,000
Thousand only for Project management

TOTAL FOR P.C AND PROVISIONAL SUMS CARRIED TO MAIN

SUMMARY 100,000
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BILL OF QUANTITIES
FOR

THE PROPOSED CHAINLINK FENCE ( 800 METRES) WTH
ANGLE LINE AT WELMERER PRIMARY SCHOOL

BILL NO. description FOR FOR
CONTRACTOR'S OFFICIAL
USE (KSH) USE ONLY
(KSH)
1. CHAINLINK FENCE
2,861,500
2. GATES
165,000
3. SENTRY BOX 373.500
P.C. AND PROVISIONAL SUMS
100,000
SUB-TOTAL
3,500,000
TOTAL CARRIED TO FORM OF 3,500,000
TENDER

Amount in Words: ............oooevininennnn.

RS NAINEE e s e B e e A
BN I € s S D T i U s el b m s me s e om e s s e S R B A SR A AR RS 1
DIESETAPHDN: vonviumussa s e TV S S o S T T S e T N
AR cvcnamiveni i s s S R R e AR
Date: ..........................................

GS/1
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REPUBLIC OF KENYA

MINISTRY OF LANDS, HOUSING, URBAN DEVELOPMENT AND PUBLIC WORKS
(STATE DEPARTMENT OF PUBLIC WORKS)

BILL OF QUANTITIES

FOR

THE PROPOSED CONSTRUCTION OF CHAINLINK FENCE WITH
ANGLE LINE ( 800M )

AT

WELMERER PRIMARY SCHOOL

TENDER DOCUMENTS
COUNTY ARCHITECT * COUNTY QUANTITY SURVEYOR
DEPARTMENT OF PUBLIC WORKS DEPARTMENT OF PUBLIC WORKS
P.0 BOX 41 P.0 BOX 41
GARISSA. GARISSA.

COUNTY WORKS OFFICER
WORKS DEPARTMENT
P.O BOX 41
GARISSA.

SEPTEMBER ,2020
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REPUBLIC OF KENYA
MINISTRY OF LANDS, HOUSING, URBAN DEVELOPMENT AND PUBLIC WORKS
(DEPARTMENT OF PUBLIC WORKS)
BILLS OF QUANTITIES
Supplied as part of the Contract for THE PROPOSED CONSTRUCTION OF
CHAINLINK FENCE WITH ANGLE LINE (800M ) AT WELMERER

PRIMARY SCHOOL

Issued by

County Works Officer
P .0. Box 41
GARISSA.

The Contract for the above mentioned works entered into this ............ KR BHE winsscnsommmssnnce 2020
by the undersigned refers to these Bills of Quantities and the Ministry of Public Works General
Specification date March, 1976 (together with any amendments issued thereto) shall be read and
construed as part of the said contract.

CONTRACTOR FUND MANAGER

Date: ..ooovvvviiiiiiiiiiiiinnnnns DIALET ,ovimmmmininnnnssmnnnnssomsnsosnsiss s e

SPECIAL NOTES

The Contractor is required to check the number of the pages of these Bills of Quantities and should
he find any missing or in duplicate or figure indistinct he must inform the County Works Officer,
Ministry of Public Works; Garissa at once and have the same rectified.

Further ,should the Contractor be in doubt about the precise meaning of any item or figure for any
reason whatsoever, he must inform the County Works Officer Ministry of Public Works, Garissa
in order that the correct meaning may be decided before the date for submission of tenders.

No liability will be admitted nor claim allowed in respect or errors in the Contractor’s Tender due
to mistakes in the Specification, which should have been rectified in the manner described above.

The bills of Quantities and the General Specifications and the Drawings shall be read and
constructed together and whenever the descriptions in the Bills of Quantities do not agree with the
description in the General Specification and the Drawings; the Bills of Quantities shall override the
General Specification and whenever the Drawings do not agree with General Specifications then

the Drawings shall override the General Specifications.

(
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CHAINLINK FENCE WITH ANGLE LINE ( 800 M)

ITEM

DESCRIPTION

QTY

UNIT

RATE

AMOUNT

CHAIN LINK FENCE.

ALL PROVISIONAL.

Clear the site along the perimeter fence of
all bushes, shrubs, grass, small trees etc
including grabbing up their roots and cart
away.

Dig up holes for Angle line posts not
exceeding 600mm deep, 450mmm
diameter @ 3m c/c.

Provide and install 3mm thick Angle line
posts 3000mm overall.

Ditto but double struts spaced a pair after
every 6 bays.

Provide and fix 12mm diameter bolt
washer and nuts to fasten the struts to
main poles.

2400

322

268

54

54

SM

NO

NO

NO

NO

100

500

2500

2500

400

240,000

161,000

670,000

135,000

21,600

TOTAL CARRIED TO COLLECTION

1,227,600

PF/01
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