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ITEM | DESCRIPTION QrTy UNIT | RATE SHS. CTS
A. Sawn formwork soffit of slabs 4 SM 400 1600
B. Ditto edges of corner slab 75-150mm high | g LM 300 1500
C Extra over formwork for boxing to form
i 300x150mm hole in 100mm thick concrete | ., NO 600 1200
floor slab.
D. . .
Ditto 100mm diameter hole y NO 600 600
z 200mm thick concrete block foundation
wall in 1:3 mortar
13 SM 2460 31980
SUPERSTRUCTURE
E. 150mm thick concrete block walling in
gauged mortar. 23 SM 1600 36800
& 225x150mm precast concrete vent blocks. | 1 SM 800 800
H. Extra over walling for raking cutting
edges. 6 LM | 600 3600
| Concrete 1:2:4 hutch size 250x150mm
g thick diameter bars and 8mm diameter
g s . K
stirrups including all necessary formwor 5 it _— o
J. 100x50mm sawn cypress wall plate fixed
with hoop iron straps. 7 5 LM 200 1000
K. 75x50mm ditto rafters 8 M 400 3200
L. 50x50mm purlins 10 LM 300 3000
M. G.C.I gauge 28 roofing sheets 8 SM 400 3200
N. | 200x25mm wrot cypress fascia board. 12 LM 400 4800
0. 100x50mm sawn cypress door frame
eebated. 10 |tm 400 4000
Carried to Collection 108,080
TL/2
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ITEM | DESCRIPTION qQry UNIT | RATE SHS. CTS
A. '‘45mm thick framed ledged braced battern | 2 No 13650 27300
door size 800x200mm.
B. 100mm pressed butt hinges mild steel pad | 3 Prs 400 1200
bolt
C. 20-Omm long 11.101ud1'ng medium long 2 No 1000 2000
including medium size padlock
” 100mm M.S tower bolt 4 No 7400 e
100mm diameter U.P.V.C vent pipe with
E. plastic balloon grating. 3 LM 300 900
12mm thick cement and sand 1:4 plaster 22 SM 200 4400
F.
Ditto rendering 24 SM 200 4800
G.
300x150x50mm thick cement and sand
H. mortar foot rest finished smooth. 4 No 400 1600
SCREEN WALL
| Excavate foundation trench not exceeding
Lot desp 3 cM | 300 900
J- 1:2:4 concrete in foundation
| cMm 12000 12000
K. 12mm square twisted reinforcement bars
14 Kgs 120 1680
L. 8mm ditto
4 Kgs | 160 640
M. Return fill in and ram
1 c™M 500 500
N. Cart away surplus excavated materials
2 Cc™M 400 800
0. 150mm thick foundation waking
) 8 SM 600 4800
p. 150mm thick honey combed screen
walling in ganged mortar 9 M 1600 14400
Q 12mm thick cement and sand 1:4
' ing to h li
rendering to honey combed walling iLan s 300 5700
Carried to Collection 84,420

TL/3







image6.emf

ITEM | DESCRIPTION Qry UNIT | RATE SHS. CTS
PAVING
A. 50mm thick cast in situ paving slabs fair
faced 10 SM 300 3000
B. 100mm thick compacted murram 10 SM 300 3000
PAINTING
Prepare and apply 3 coats emulsion paint
C. plastered walling 22 M 200 4400
D. Ditto rendered wall surfaces 24 SM 400 9600
E. Ditto rendered honey combed surfaces 18 SM 300 5400
F. 25mm thick cement and sand floor screed
furnished smooth 4 SM 600 2400
G.
Knot, prime and stop and apply one
undercoat and 2 coats gloss paint on 6 SM 300 1800
general surface of timber doors.
H. 1 LM 20 2000
Ditto door frame 100-200mm girth 0 .
I Prepare and apply one coat wood prime on
back of door frame not exceeding 100mm
svih 10 SM 300 3000
g
Carried to Collection 34,600

TL/4
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ITEM | DESCRIPTION Qarty UNIT | RATE SHS. CTS

COLLECTION

From page TL/1 66,400

From page TL/2 108,080
From page TL//3

; 84,420

From page TL/4 34,600

TOTAL FOR TWIN TOILET 293,500

X

3

880,500

TOTAL FOR 6 NO.TOILETS

880 500
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BILL OF QUANTITIES
FOR

PROPOSED CONSTRUCTION OF 6 NO. TOILETS AND SEPTIC TANK

AT
AMUMA PRIMARY SCHOOL

GARISSA COUNTY

MAIN SUMMARY.

FOR

CONTRUCTORS
BILL NO. DESCRIPTION USE

FOR OFFICIAL
USE ONLY

1. 4 NO. TOILETS

880,500.00

2 SEPTIC TANK

319,500.00

TOTAL CARRIED TO FORM OF TENDER

1,200,000.00

Amount in Words: .......c..ccomereneienns

Tenderer’s Signature:..........cccocenninnsnsuonns
Address:...........coeeenne

Date: o nmmmaipinagrsaii o
Witness’s Name: ........coeeevccennnens

Signature: ............

DeSCriPBION: . omc sisisiseimsiusisrnimiiamisiissny
7.0 —

Date: onann
GS/1
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REPUBLIC OF KENYA

MINISTRY OF LANDS, HOUSING, URBAN DEVELOPMENT AND PUBLIC WORKS
(STATE DEPARTMENT OF PUBLIC WORKS)

BILL OF QUANTITIES
FOR
PROPOSED CONSTRUCTION OF 6 NO. TOILETS AND SEPTIC TANK
AT
AMUMA PRIMARY SCHOOL

FOR NG-CDF FAFI CONSTITUENCY

TENDER DOCUMENTS
COUNTY ARCHITECT COUNTY QUANTITY SURVEYOR
DEPARTMENT OF PUBLIC WORKS - DEPARTMENT OF PUBLIC WORKS
P.O BOX 41 P.O BOX 41
GARISSA. GARISSA.
COUNTY WORKS OFFICER
WORKS DEPARTMENT
P.O BOX 41
GARISSA.

SEPTEMBER, 2020
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REPUBLIC OF KENYA
MINISTRY OF LANDS, HOUSING, URBAN DEVELOPMENT AND PUBLIC WORKS
(DEPARTMENT OF PUBLIC WORKS)
BILLS OF QUANTITIES

Supplied as part of the Contract for PROPOSED CONSTRUCTION OF 6 NO. TOILETS
AND ,SEPTIC TANK AT AMUMA PRIMARY SCHOOL

Issued by
County Works Officer
P .0. Box 41
GARISSA.
The Contract for the above mentioned works entered into this ............ DY T sonsammmspnonnt 2020

by the undersigned refers to these Bills of Quantities and the Ministry of Public Works General
Specification date March, 1976 (together with any amendments issued thereto) shall be read and
construed as part of the said contract.

CONTRACTOR FUND MANAGER

Date: ..ooovveriiiiiirernnnnn | § 17 1 e S N

SPECIAL NOTES

The Contractor is required to check the number of the pages of these Bills of Quantities and
should he find any missing or in duplicate or figure indistinct he must inform the County Works
Officer, Ministry of Public Works; Garissa at once and have the same rectified.

Further ,should the Contractor be in doubt about the precise meaning of any item or figure for
any reason whatsoever, he must inform the County Works Officer Ministry of Public Works,
Garissa in order that the correct meaning may be decided before the date for submission of
tenders.

No liability will be admitted nor claim allowed in respect or errors in the Contractor’s Tender
due to mistakes in the Specification, which should have been rectified in the manner described
above.

The bills of Quantities and the General Specifications and the Drawings shall be read and
constructed together and whenever the descriptions in the Bills of Quantities do not agree with
the description in the General Specification and the Drawings, the Bills of Quantities shall
override the General Specification and whenever the Drawings do not agree with General
Specifications then the Drawings shall override the General Specifications.
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ITEM | DESCRIPTION QTy UNIT | RATE SHS. CTS
A. Clear site off bushes, shrubs and small
trees, grub up roots and burn arising. 59 SM 200 4400
B. Excavate foundation not exceeding 1.50 m | 15 CM 300 3600
deep. '
C Extra over excavation for excavating in
g 8 cMm | 1100 8800
rock
D. Cart away surplus excavated materials.
23 c™M 500 11500
E. Return fill in and ram
4 CcM 300 1200
F 1:2:4 concrete in foundation 1 c™M 12000 12,000
G. 100mm thick 1:24 concrete in suspended 5 SM 1400 7000
corner slab
H. 8mm diameter reinforcement bars. 25 Kgs 100 2500
L 12mm ditto 67 Kes 200 13400
I B.R.C ref. A142 reinforcement 5 SM 400 3666
Carried to Collection 66,400

TL/1







